

SOHOConnect Family
Hubs / Switches
Networks for all home & small business







FSD-2020
FSD-2020ST
FSD-2020SC
FSD-5051
FSD-8080


Switches


DHD-500
DHD-801
DHD-1601


10/100 Dual Speed Hubs


8
4FN-403


FN-803


Fast Ethernet Hubs


10/100Base-TX
Auto-Sensing RJ-45


Half/Full-Duplex,
Auto-Negotiation ports


(Switches only)


100Base-TX
RJ-45


Class II Fast Ethernet
Repeater


100Base-FX
(Fiber-optic) port


SOHO
Rack


55
1 (SC)11


1 (ST)11
2


1


2


16
8
5


Compact, easy to install, and affordable, they come with a range of features and functionality's
designed to meet the needs of small offices/home office and growing businesses.


SOHOConnect
Hubs & Switchs


When the network comes more and more heavy, or a high-speed server, network backbone is being request to provide a greater performance,
SOHOConnect Switches are ideal. 2/5/8-port means to segment the networks into two/five/eight individual 10/100Mbps segment, the overall
network bandwidth will two/five/eight-times then a normal shared hubs. Choice of 100Base-FX optic-fiber ST or SC interface, the FSD-2020 is
also idea to extend the network distance up to 2 kilometer away.


10/100Mbps Fast Ethernet Switches
FSD-2020 / FSD-5051 / FSD-8080
2/5/8-port


About the switches:
Complies with IEEE802.3, 10Base-T, IEEE802.3u, 100Base-TX
2/5/8-port 10/100Mbps Auto-Negotiation -- 10/20Mbps,
100/200Mbps Auto-sensing
DIP switches port for fiber network mode selection - half/full-
duplex (FSD-2020ST/SC)
Compact size design for wall mount or desktop placement
High performance Store-and-Forward Switching Architecture
Runt and CRC filtering
Flow control (Back Pressure) supports in half-duplex mode
8K MAC Address Table, automatically learning and aging
LED indicators array for easy diagnostic, troubleshooting
Plug-and-Play Installation
Half-duplex flow-control
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5meters


in this example, should not exceed 5 meters.
meters) the cascade from Fast Ethernet Hub to Dual speed hub,
hub are 100 meters, (remember the UTP cable can not exceed 100
must not exceed 205 meters (672 feet). Assume each PCs to the
(non-repeater piece of equipment like PCs, Servers,Switches)
other Fast Ethernet hubs) The total length between any end nodes
hub with in the same segment. (Class I hub cannot connect with
You can directly connect SOHOConnect Hubs with another class II
All SOHOConnect Fast Ethernet Hubs are Class II Ethernet Hubs.
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Fast Ethernet networking quite simply means faster networking - faster data transfer and exchange between PCs and swift downloading from
the network. As Fast Ethernet now is more affordable for all users, the FN-403/FN-803 offers a cost-effective for upgrading to Fast Ethernet


with just plug and play.


Fast Ethernet Hubs
FN-403/FN-803
4/8-port


About the hubs:
Complies with IEEE802.3u 100Base-TX Standard
Fast Ethernet class II repeater lets you easily connect two Fast
Ethernet hubs
Compact in size, easy desktop or wall mountable
Either PC (MDI-X) or Hub (MDI-II) connection through straight-
through cable for easy network expansion.
Automatic partitioning of faulty ports
External 12VDC power adapter provided
Related port-LED indicators help easy port/network diagnostic


The Dual speed hubs offer a smooth transition from 10 to 100Mbps for more flexibility for both networks. Each RJ-45 port automatically sense the
speed of transmission (10/100Mbps) follow the devices connected that offer a plug-and-play installation regardless the network cards or hubs/switch
used. A Dual Speed hub is as like combines the functions of a Fast Ethernet Hub, and Ethernet Hub and a 10/100Mbps switch in a single physical
unit.


10/100Mbps Dual Speed / Auto-Sense Hubs
DHD-500 / DHD-801 / DHD-1601
5/8/16-port


About the Dual Speed Hubs:
Complies with IEEE802.3u 100Base-TX Standard, Ethernet class II
repeater, IEEE802.3 10Base-T.
10/100Mbps Auto-detect per port
Internal switch for 10/100Mbps LAN segments
Compactin size, easy desktop or wall mountable
EitherPC (MDI-X) or Hub (MDI-II) connection through straight-
through cable for easy network expansion.
Automatic partitioning of faulty ports
External power adapter provided
Related port-LED indicators help easy port/network diagnostic
Choiceof switched extension port available for DHD-500
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and cannot exceed 100 meters.
will be Category 3 ~5 for 10Mbps and Category 5 for 100Mbps
Remember, the UTP cables that can be deployed in the networks
network for up to 1.6Gbps (with full-duplex) bandwidth.
FSD-8080, can be used as a SoHo backbone that can segment the
meters up to 300 meters. The switching, in this example, the
DHD-500 also helps extend the limitation of Fast Ethernet 205
up to 2 kilometers. And more, the Fast Ethernet with switch in
2-port fiber-optic switch can be deployed to extend the distance
To extend the network distance from SOHOConnect family, the
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Ordering Information


SPECIFICATION


Emission FCC Class A, CE mark
Humidity 10~80% (non-condensing)
Temperature 0~55 degree C (operating)
Power Requirement 12V DC , 500mA
Dimension (LxDxH) 103 x 84 x 25 mm 146 x 84 x 25 mm


One per port for Link / Activity
LED Display One for Power, One for Collision
Ports Four / Eight RJ-45 STP, one Uplink (shared with port#1)
Standard IEEE802.3u , 100Base-TX Class II
Model FN-403 FN-803
Fast Ethernet Hubs


CE mark class B
Emission FCC class B, FCC class A, CE-mark
Humidity 10~80% (non-condensing)
Temperature 0~55 degree C (operating)
Power Requirement 7.5V DC, 1.5A max 12V DC, 1.2A max 5V DC, 3A max
Dimension (LxDxH) 171 x 100 x 29 mm 220 x 130 x 29 mm 220 x 130 x 44 mm


10 LNK/Act 10/100Mbps per port
100 LNK/ACT LNK/ACT per port
Two,Port Two,
One for Ext. + FDX


LED System One for Power , One for CollisionDisplay
One, shared with port#1Uplink


Ports 10/100 5 8 16
IEEE802.3, 10Base-T


Standard IEEE802.3u, 100Base-TX Class II
Model DHD-500 DHD-801 DHD-1601
Dual Speed Hubs


FSD-8080 8-port 10/100Mbps Switch
FSD-5051 5-port 10/100Mbps Switch
FSD-2020SC 1-port 10/100 Base-TX, 1-port 100Base-FX (SC) Switch
FSD-2020ST 1-port 10/100Base-TX, 1-port 100Base-FX (ST) Switch
FSD-2020 2-port 10/100Mbps Switch


DHD-1601 16-port 10/100Mbps Dual Speed Hub
DHD-801 8-port 10/100Mbps Dual Speed Hub
DHD-500 5-port 10/100Mbps Dual Speed Hub


FN-803 8-port Fast Ethernet Hub
FN-403 4-port Fast Ethernet Hub


Emission FCC part 15 class A, CE-Mark
Humidity 10-90%, non-condensing
Temperature 0 ~ 50 degree C (Operating)
Power 5V DC, 3 A max 12Requirement V DC, 1.2A max 12V DC, 1.2A max
Rate 14880 packets per second @ 10Mbps
Filtering / 148800 packets per second @ 100MbpsForwarding
MAC Address Table 8 K / Device 1K / Device
Architecture High Performance Store & Forward Switching Architecture
Dimensions (LxDxH) 220x 130 x 29 mm 171x 100 x 29 mm 220x 130 x 44 mm


PWRSystem
LED Port LINK/ACT , 100M, FDX, COLDisplay


- 1(ST) 1 (SC) - -FX
Ports TP, RJ-45 2 1 1 5 8


IEEE802.3 , 10Base-T
Standard IEEE802.3u , 100Base-TX ,100Base-FX
Model FSD-2020 FSD-2020ST FSD-2020SC FSD-5051 FSD-8080


10/100Mbps Ethernet Switches






